OPTICAL FIBER- PIGTAILS

2 SUPRANET

SUPRANET / Pigtail Optical fiber
/ Multi Mode

- SP-JPMMLC-01-OM3
- SP-JPMMSC-01-0M3

MODE CONDITIONING PIGTAIL

Provide all kinds of ordinary fiber optic

) pigtail, such as SC, FC, ST, LC, ect.
_.’.-""
FEATURES:

Various connector type available

*Low back reflection loss
APPLICATION: * Compact size

*CATV System Low insertion loss

N L *High Return Loss

Telecommunications ) ,
i *Diameter <D0.9mm, <D2.0mm, <D3.0mm Fiber
Optical Networks

Available
*FTTH (Fiber to the Home
. (Fi . ) *Single-mode Fiber or Multi-mode Fiber
*High speed transmission . .
Svstem Available (For Simplex or Duplex)
vE , S_ *Tight buffer, Semi-tight buffer or loose tube
*Testing instruments

option.
SM MM
Insertion Loss <=0.3dB <=0.3dB
>=50dB(PC)
Return Loss >=55dB(UPC) >=20dB(PC)
>=65dB(APC)
Repeatability <=0.2dB typical change, 500 matings
Tensile strength 100N (10kg) for FC
Operating Temperature -40 to +85°C -40 to + 85°C

ROHS @ C€ @.

www.supranetint.com




